
D. 1. CARBON ADSORPTION MONITORING LOG rvt, • 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

CcindiNon 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Oistif!ation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspect
or~ 

Instrument Calibration Gases: 

So· 

Background Instrument ReadingO, 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: I Running I Down 

CARBON OR FLARE* 

SDS Shredder 
I Running 

Inlet 
Exhaust 

Visual 

Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

/ Offsite Combustion 

~I
 

I 
I 

i 
I 

I 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Running 

~ 

Ru~
 

Running 

/ 

~-L
 



I 

i 

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND UUJ·\h, ..... --. 

Cor>dition 0 .1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the A TOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QuAh, ._ __ _ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY ANLJ ~"-',..""· 

Condition D .1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY ;.m._, . 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY ANu "lu .... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D .1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG Fur<. u1 "~ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distirlation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG' FOK UAn ... 1 •• 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCJ shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOK UAIL I ... -

Condition D. I./ 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FUk. ur-... .... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOK uM.~. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LO!..::t rv" ~ __ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC/ shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR UAIL' ' 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG rva·, _ 

Condition D.i.i 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1. 17 Record Keeping Requirements (c) 

PCI sha11 document compliance by monitoring for VOC breakthrough at !east once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILr A .. w 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndi{ion 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING u.J~ . 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillat
ion~_.,"'

-· 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG J-!.Jn '"" .. 

Condition D. i .I 0 Carbon Adsorber/Canister Monitoring 

Condition D. i. i 7 Record Keeping Requirements (c) 

PCJ shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING Lu.__. • 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation LmiL, 

and the tanks are in operations. PC! shall replace the carbon canister when breal~th
rough is detected as stated below under Note. 
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• • • D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1, 10 Carbon Adsorber/Caf)ister Monitoring 
Ccindi(ion 0.1.17 Record Keeping ReqUirements (c) 
PC! shall document compliance by monitoring for VOC breakth~ough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 
and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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• D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Reql.lirements (c) 

• 
PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Sti.- .,J. 

Date o~fpectioh: 
~ a. \\ 

I Time: 
l:t~ ~o 

Shift:~or Second) 
:+·,~ 

Monitor 10: 
~ ~·~~ 

Instrument Calibration Gases: ~~~ 
\00 JAO~ 

Background Instrument Reading: 
4!). 0 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

~-

Y/N Date Time 

Vapor Recovery System: ~ 
Down 

- A -
CARBON OR FLARE* - tJ - - F 

--
SDS Shredder ~ 

Down 

_-::r "?3 {21' A N ..- -
.....,.,. -

ATDU I OWS ~ 
Down 

q~~ @ tJ - A - --
Area 8 --Tanks 52,53,54 ~nni~ Down fij tJ 
(Tanks 02 through 04) - s::z~ tO~ A - - -

-
Distillation Unit ~ 

Down 

~~~~ z' \ B A b-!1 - - -
-=-

Tank 51 ( Runni5) Down 

:13-92- 3(.,~ /d A rJ - - -
-

Tank 55 f(Runninj!) Down 

\1'1~ 1?1 ,J - t(l3 A - - -
Revised 2/10/09 
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D. i. CARBON ADSORPTION MONITORING LOG FUr\ u'""'- .. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

lnspector:.!f?t cJ< P.ALOtiVLO 

Date of 1/specfon: 

6 I 0 I ( 
j Time: 5;; G A· 

Shift: (First or Secdnd) 

9e.c..on 

Monitor ID: ' f<qe_ 2-ooo 

Mu11 

Instrument Calibration Gases: 
6 1~0 

1'j(_ r::;:.N E. /0 '(ft'1 

Background Instrument Reading() Cl 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 
,A 

-
{\j - -

CARBON OR FLARE* 

---
SDS Shredder 

R~ 
Down 

I 
0 A N - -

ATDU I OWS ~ 
Down 

0 l "( :s { '6- 0 A fJ .-- -

Area 8 ·-Tanks 52,53,54 ~ 
Down 

fl(5 
'2, 7 A 

0 
N 

-

(Tanks 02 through 04} 

---

1 

Distillation Unit ~ 
Down 

!~f Sl 
0 A-

1 

/es-

(\j - -

! 

Tank 51 
~g 

Down t3)596 ~),2 
;\ N 

>- I 

-- -

Tank 55 
~ng 

Down 
2~ 

t/, ( /~ Nt 
I 

u 

- -

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY Al'lu .,. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: <=)-rl"iL.... 

"""""' ..... "1~
 

Date of [:\s~(lctior\': 
~\\\\ 

/Time: 
l-=t". oD 

Shift:~
r Second) --::r, ~~ £ 

Monitor ID: 
~ ~ 

~ 

Instrument Calibratffi ~se
~.~~

 

Background Instrument Reading: ~ o. 

Location of Carbon Unit Status Inlet 
Exhaust Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

~ 

YIN Date Time 

Vapor Recovery System: I~ 
Down -- - /J. N 

CARBON OR FLARE* 

- -
--

-

SDS Shredder I~ 
Down C1<6k RJ A N .,...,-- - -

::::;..._ 

1 
ATDU I OWS I~ 

Down 
lls:+ fJ' 

A - IJ - - -

Area 8-- Tanks 52,53,54 ~~unn~ 
Down 52. 

f?J It IJ 
2..0'f5 

- - -

(Tanks 02 through 04) -........,_ 

II 

Distillation Unit 
··~

· Down 
{(! 

3'15"3 -:2,C.\ 
k. N - - -

~
 

I Tank 51 
j~unni~ 

Down 
! <fi i-(., '-' 

fj N 

~ 
3~2-

It - - -

'Tank 55 
~ 

Down 
Lt, "i \ 

fl) A 
-aJ 

U\ 
- - -

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR UA1L 1 '" _ 

Condition D.l. I 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: /J J C /u'-/-
1 

.e._ r. v OV\ 

Date of lns(tection: 
u I Time: S: _ H 

'/!). t/ -~ 
00 

1V'/ 

Shift: (First or ~d)
 OV\.) 

Monitor ID: 
1"~/l."'~l Ka.c:lOcJ() 

Instrument Calibration Gases: I 
""T<t:,"'hl. +, e.11~ i c rJ'/ f"/1 

Background Instrument Reading: 
0.() 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

~ 

YIN Date Time 

Vapor Recovery System: 
I e.? 

Down ff tl -

i CARBON OR FLARE* ~I 

-
~
 

. 

SDS Shredder ~ 
Down 0 /1 A) 

14 s 
- --

~ 

ATDU I OWS --~-
Down 

3,~1~ 
0 /,1 ff tJ -- -

Area 8 --Tanks 52,53,54 -~ 
Down 

ff hi 

(Tanks 02 through 04) 

l'()1(: 
0 

- -

/'~
 

• 

Distillation Unit ~ 
Down 

d.17l/ ~' '6 
rJ 

o 4 
- -

~ 

Tank 51 
~ 

Down 
JsG5 

4 rJ 
) l 

- -

--
0'-' 

Tank 55 
~ 

Down 
~~ ;)_,~ 

A, ~) 
I 

0 
- -

) I 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONn Ur<.1 ... 

Condition 0.1. 10 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the A 1 ,_,.._, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

-
Inspector: A \f '\li f\~'ft'; \~of\r"n:n ,r\ Q

 7_ 

Date of lnspecti<?fY: 
· I Time: r::~ ()Y"Y~l

 

I 

t_/)·- \ L- \\' 

~1. 

I Shift: (First or Second) 

I 

j:St-

Monitor ID: 
1\.A ; 'i\ :. R r\ t) 2J)C\0 

Instrument caJibration Gases: . . ?-~ .-r-
.~ N ,-

\ £._ !~1) " \ \ '-h L. 't-

j ~} ~ 
\ "J ~ .,..,.- )--.] i0:' pr"\ 

Background Instrument Reading: (') , :''\ 
·'' !.,_ __ ! 

Location of Carbon 
Unit Status 

I 
Inlet I 

Exhaust 
Visual 

Carbon 
Spent Carbon Placed in 

I 

Control Device 

Insp. 
Replacement 

Roll Off Box No. for 

I 

Offsite Combustion 

YfN Date Time 

Vapor Recovery System: 
Runnin~/

 I Down 1 

)~ ! 
I 

CARBON OR
~ 

i/ I 

-

/\ 
·~ 1-

_/ 

I 

SDS Shredder 

Running Down 

1-

17~ 
(\ 

)\ 
)\/ 

-

'./ 

l ' 

ATDU I OWS 

Running Down :,)8 z_(p 

A /\/ 
-I-

\,/' I 

•'\ "7 _// 

\. j 
!. '. 

I 

Area 8 M- Tanks 52,53,54 
Runni99 

1 Down z. 7J t n A A l h~ 1- 1-

(Tanks 02 through 04) 
\/ 

(,'-) 

/'· 
I 

1 Distillation Unit 

Running Down ~, ! ( t ~ ~~I [ 

A 
I .. · __ I_ 

I 

\,./ 

'\ 

I 1\/ 
-

.~, 
"o~

 

t > 

/ ' 
I 

Tank 51 

Runt}ing Down 
I Z, 8({7 

11) 
A 

I 

v 

-_5_ 
/\J I-

-

I 

I 

\'-' 
'---~)' 

Tank 55 

1 Running I Down 
"
2 /:o 1 ' x ('). I A ,~/I -

--

I :v/ 
L .. ,_ 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC/ shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Shift: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 

Control Device 
Unit Status 

Vapor Recovery System: / Running I Down 

CARBON OR FLARE* 

SDS Shredder / Running /Down 

·~ 

ATDU I OWS I Running ,_,- Down 

Area 8 - -Tanks 52,53,54 Running Down 

Tanks 02 throu~h 04) 
~/ 

Distillation Unit R~ Down 

Tank 51 IR~ng 
Down 

Tank 55 
R;:;;;?n'\ng I Down 

Revised 2/10109 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. i. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 -- Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Inlet 

Down 

Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



\,1 
j 

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condi~ion 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: j (1 -/--
-r; -" '--) j} <Ci .......... 

Date of l/1spi~tion:
 f I Time: ~: G 0 fl 01 

(., I ~ I L.r----,-:, "' 
Shift: (First or~ s {., ~ <) '"'- J 
Monitor 10: 

M.n., ,£f\c J-ooo 

Instrument Calibration G~es: .-/ / 

...)_ '5>ob'"' J <t.nt:_ !onfPr1 

Background Instrument Reading: 1 O 
tO 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

- f1 (!! ·- -

CARBON OR FLARE* 

SDS Shredder Running Down 
1 c( 0 /l- rV - -

1 ATDU I OWS 
Running Down 0 () {1 lll 

IlL) 
- -

Area 8-- Tanks 52,53,54 Running Down 
t I~ 0 fi rJ 

(Tanks 02 through 04) 
iS:LJ1 

- --- I 

Distillation Unit Running Down 

,) l ~ L/ ). I (_j 4 tJ 0 - - ---
Tank 51 

Running Down - l ft rJ 
(.,j9) J_7L/ 0 

~ -

Tank 55 
Running Down 4 rJ 

~ 
") ,~ 

- -
\' I 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndi-::ion 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: fFirst)or Second) 
':=it/vJ-~ 

Monitor fD: 

Time\
4

, 

\ '1 

location of Carbon 

Control Device 

Unit Status 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 ·-Tanks 52,53,54 

Tanks 02 throuqh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Down 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION IVIONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2110109 

Unit Status 

Running 

Running"' 

~/ 

Ru,:~ 

R~~ 

Runni~ 
,/ 

d"J"" 

Running 
""'"'""'"'"""' 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition D./.1 0 Carbon Adsorber/Canister Monitoring 

Condition D.1. i 7 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

!Inspector: 

Location of Carbon 

Control Device 

ATDU/ OWS 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status inlet 

Down 

Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Cot1diti0n D .1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

of Carbon 

Control Device 

Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 ~- Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/l 0!09 

I Unit Status 

I Ruooing I Down 

Running 

Running Down 

J 
Runrying Down 

" Rur:ring 

1 RunniJlg 

·l 
1 Runt11ing 

,j 

I Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Colldition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the A TDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Location of Carbon 

Control Device 

Recovery System: 

Area 8 =-Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/l 0109 

Unit Status Inlet Exhaust 

Down 

Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Cot~dition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i. i 7 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

of Carbon 

Control Device 

Recovery System: 

OR FLARE* 

ATDU I OWS 

Area 8-- Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet 

Run7ng I Down 

" Running I Down 
~ 

Running Down 
~I 

Ru,ing Down 

Ru~ng I Down 

Runryng 

" 
I Down 

Runn)ng I Down 

-/ 

Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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D. 1. CARBON ADSORPTION IVIONlTORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 
Condition 0.1.17 Record Keeping Requirements (c) 

~ 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
Inspector: 

Location of Carbon 
Control Device 

OR FLARE* 

SDS Shredder 

ATDU f OWS 

Area 8 = - Tanks 52,53,54 
Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status inlet 

Running 

Running 

Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY Al'lw ,.,.._ __ _ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

inspector: 

Date of lnspeqtion: 
/ 

·I 

/ i 

Monitor 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet 
Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

i Vapor Recovery System: Running 

~
~
~
 

CARBON OR FLARE* 

SDS Shredder 
Running 

-~
 

""'~~ 

ATDU I OWS 
Running 

-

Area 8 ·-Tanks 52,53,54 Running .. 
/ 

Tanks 02 throu h 04 

Distillation Unit 
Running 

""/' 

·-

Tank 51 
Running ... 

Tank 55 
Runnin~l 

I 

/" 

.,.
_~ 

/ 
~~w"• 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAIL r """-' 

Cot""ldition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running 

Running 

Running_ 
"'..._-~~ 

Running 

Running 
~// 

Running 
//' 

Inlet 
Exhaust Visual 

Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

··-



D. 1. CARBON ADSORPTION MONITORING LOG FOR UA1L, ... 

Cot1dition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i. i7 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the A TOU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Instrument Calibration Gases:} 
oD 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

/ 
CARBON OR FLARE* 

SDS Shredder 
Running Doy.m 

" 
ATDU I OWS 

Running DoVfn 
-,Ji 

Area 8 ~-Tanks 
52,53,54 RunnjJlg Down 

Tanks 02 throu h 04 " 
Distillation Unit 

Ru7ing Down 

Tank 51 

Runljling Down 

J 

Tank 55 
Ru~ing 

Down 

Revised 2110/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAIL r ruw 

Cor'ldition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Location of Carbon I 

Control Device 

Vapor Recovery System: I Ronning 

CARBON OR FLARE~ 

SDS Shredder 
I Running 

/OWS 
I Running 

Area 8 =- Tanks 52,53,54 Runn~g 

Tanks 02 throu h 04 
v 

Distillation Unit 
RunniJ:(g 

..,/ 

Tank 51 
1Ru7g 

Tank 55 
I Runn)'hg 

v 

Revised 2/l 0/09 

Status 

I Down 

Dowf 
v 

Oowjl 
l 

" I Down 

I Down 

I Down 

I Down 

I Inlet 
Exhaust Visual 

Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

;, ______________ ,_, 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERL r 

Cot1diti0n D. 1.10 Carbon Adsorber/Canister Monitoring 

Condit}on 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

CARBON ADSORPTION SYSTEM INSPECTION 

Background Instrument Readin.!l: 
~• I 

;,. 

Location of Carbon 

Control Device 

Unit Status 

V~f!OI·~~ecov
ery System: !(Running, I Down 

/'"~/··> . ' \ 

"CARBON OR FLARE* 

Shredder 
I Running 

Area 8 M- Tanks 52,53,54 

Tanks 02 throuqh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/l 0/09 

Running 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND UUJ-\•~, '-· --

Co11dition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Monitor 10: tv' rn ,~ r< cr -e '"0 .::::__ 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 
Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down ,-
N - - _____.. 

CARBON OR FLARE* 

SDS Shredder 
Running 

N - -

ATDU J OWS 
Running 

0 N 
~ -

~ 

Area 8 *-Tanks 52,53,54 Running 

Tanks 02 throu h 04 
v 

- -

Distillation Unit 

......---

Tank 51 

-
N -

Tank 55 
Running 

N - ..- ....-

--
--
--
--
-~
~-
-

Revised 2(10(09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAIL l r.•·-

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Location of Carbon I 
Unit Status I 

Inlet 
I 

Exhaust I 
Visual 

I 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running 

CARBON OR FLARE* 

I I - I - I I •. .u I -

SDS Shredder 
Running - v 

I I~ I 
-~-

ft 
---

I 

ATDU I OWS 
Running 0 ·- ~ 

-I - I -

Area 8 -- Tanks 52,53,54 

Tanks 02 throuqh 04\ 
I -· I I \ ? ~ I ·• o-::~ 

I 
I tt I 1>1 I ,--

Distillation Unit ~
 

Tank 51 

Running 

, ,--

Tank 55 

Running . ~~ ) ·' """'" "'"' - ., -··.» 

. ~ -
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AI\Ju ~.,tul-\t,.-

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: 

Background Instrument Reading: 
/') 
L<~ 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8-- Tanks 52,53,54 

Tanks 02 throuqh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/l 0/09 

Unit Status 

Runnin!;)l I Down 

Inlet Exhaust Visual 

Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY ANU \,lu,,,_. 

Cot1dition D .1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Background Instrument Reading: 

Location of Carbon I Unit Status Inlet 

Control Device 

Vapor Recovery System: Runn?g I Down 

CARBON OR F AR * 
v 

SDS Shredder 
Ru7g Down 

ATDU I OWS 
IRu/g I Down 

Area 8 -- Tanks 52,53,54 RwJ I Down 

Tanks 02 throu h 04 

Distillation Unit 
Runnil}fl Down 

.,/ 

Tank 51 
I Runnjlg 

v 
I Down 

Tank 55 
I Runn/ng 

v 
I Down 

Revised 2/10/09 

Exhaust Visual 

Insp. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
'• 

·--,~ 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND WUA" a r.... -~ 

Condition 0.1.10 Carbon Aclsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: (~ k: 
- ~\L-" 

~l-\ 

Date of inspettion/ 

A ·?':::- II 
~ ~
 

j Time: 5~ Cl 0 IN'\ 

Shift: (First or Second) 

p :;>--
i (-.__:::;, I 

Monitor ID: /'j , 
\I() I R qe !2oO 

Instrument Calibration Gases: 
t $,0 f3.t.II'/LEI\JE !OrJf'fr\ 

Background Instrument Reading: n r) 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down A 
~~ 

- --
, _____________ .• 

-

CARBON OR FLARE* 

SDS Shredder R:~/ 
Down 1'72 0 

j2\ N 
~
 ~

 

' 
==~

-

i ATDU I OWS 
Running ~ Down 

·=-\2 j x- cl A- f~J 

'-~-

r?3 
- - ~

-

I 

" i ~-

• Area 8 ·-Tanks 52,53,54 Ru/ Down 
/7{:,'2. Lj I I ' (J (/~ 

(Tanks 02 through 04) 

·- ·-

''--" 

Distillation Unit 
Running Down I::Yr g- () II / ;-\ 
~./ 

1\J ~
 -

Tank 51 
Running Down 

~~~2 ,!_!;-- rzl 'l 
1-\ 

~ 

tv - -

I_) 

Tank 55 
Runniy Down 

I ?:/!tf/ C) I 11::' r::· A 1\J ~-
-

~
 

.-/ 

~), \ 

I 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AI\Ju ~ .... 1'"\ •••• 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: 

Monitor ID: 

location of Carbon 

Control Device 

ATDU I OWS 

Tank 51 

Tank 55 

Revised 2110/09 

Unit Status Inlet Exhaust 

,_..,_ ... .,.. 

Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



i 

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUA!"\ 1 r..n ..... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

(FirsJ or Second) 

~ecc:tv 

Monitor ID: M , ~ f',...., 
1l11 /<ce 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 
Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

- ----

CARBON OR FLARE*. 

SDS Shredder 
Running Down 

~
 

~-

ATDU I OWS 
Running Down 

--- -

1 Area 8 ~- Tanks 52,53,54 Running Down 

~ 

Tanks 02 throu h 04 

~
 

Distillation Unit 
Running Down 

5' rJ()' 
(0'~' 

Tank 51 
Running Down 

--

Tank 55 
Running Down 

-
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QuAh. • ~;:;, ·-. 

Condition 0 .1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of Inspection: 

\ 
Shift:(Firsfbr Second) 

Monitor 10: 

Location of Carbon 

Control Device 

ATOU/OWS 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY ANU uu;-," •.... 

Conditi0n 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

2CI2 

Instrument Calibration Gases: 
l 

Background Instrument Reading:O • 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 ·-Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

RevLsed 2/10/09 

Unit Status 

Running Down 

R~ 
Down 

R/ 
R~ 

R~ 

Inlet Exhaust 

I -

I Visual 
I 

Carbon Spent Carbon Placed in 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

~I= I~ I 
----- --
-

-- - ·-

-- --



I 
l D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi0n 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: <F) J (~/ f·~· 

Date of lnspec;;tion: I Time: 5 :g n(~') / 

! I .. 
•''-o, 

Shift: (First or Second) 
. ·,··n , 

Monitor 10: 
,i r 

Instrument Calibration Gases: 
.... 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

/. 

. 

. . 

CARBON OR FLARE* 

/ i! 

SDS Shredder 
Runnin.9 Down 

1 ~~:·;~ 
\ 

l 

.. 

. 

ATDU I OWS 
Runni,og Down . 

~ . 

i .:::.I·-
! 

! Area 8 ~-Tanks 52,53,54 Running Down 

(Tanks 02 through 04) 
' 

''/r.~> ' / 
/ 

\. ,. 

Distillation Unit 
Running Down 

~q._. I 
t,, 

\. .... ' 

Tank 51 
Running Down 

1:3 .. :.)· 
'> 

('< 
i' 

i;,o 
\ 

~--~ 

'o''' 

Tank 55 
Running Down 

I ( /. 

\ 

' 

',0,~·· 

I 
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~ 

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERL r 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: KJ cJ< fA LOf'vt 
! 

Date of lnspectif;: 

6/3,0 II 
l Time: S~ O /-\-

Shift: {First or Secon:::f) 

'Secane 
Monitor 10: 11 I ()I ~q-e LCCC: 

Instrument Calibration GaseT SooUTY(£NE taolfM 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down /A 
t_/ -

j\J - - ----
CARBON OR FLARE* 

SDS Shredder 
Ru~ 

Down 7 
II\-

I 
N - -

ATDU I OWS ~ 
Down 

f 7:s l (l 2.5 A 10 - r-

Area 8 ·-Tanks 52,53,54 R~ 
f-Down 

l23s-~;--
1 ·; Cl ;I\ v0 

(Tanks 02 through 04) 

--- - -
I' I 

Distillation Unit R~ 
Down 

/90'1 0 Ljl f A fV 

i 

,-- -- .-
i 

I 

Tank 51 ~g 
Down 

35tl s: I 0 ;L\ t0 - -

Tank 55 ~g 
Down 0 

f\) 
~ e '::) 

,...-- -
-- ---------- ---------- -~-

---
---

---
---
'---

~~ ~-
--
--
--
--
-

I-
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